Konfigurace I – 90 ks

PN                    Popis     

794572G           x3650 M3, Xeon 6C X5675 95W 3.06GHz/1333MHz/12MB,1x4GB, O/Bay HS 2.5in SAS/SATA, ServerRaid adapter M5015, 675W p/s, Rack

49Y1407           4GB (1x4GB, 2Rx8, 1.35V) PC3L-10600 CL9 ECC DDR3 1333MHz LP RDIMM

49Y1397           8GB (1x8GB, 2Rx4, 1.35V) PC3L-10600 CL9 ECC DDR3 1333MHz LP RDIMM

42D0672           IBM 73 GB 2.5in SFF Slim-HS 15K 6Gbps SAS HDD

42D0632           IBM 146 GB 2.5in SFF Slim-HS 10K 6Gbps SAS HDD

46M0907           IBM 6Gb SAS adaptér

46M1076           Duální Port 1Gb Ethernet Daughter karta

81Y6557           IBM 675W High Efficiency Redundandní zdroj

46M0902           IBM UltraSlim SATA vypalovací mechanika

46C7526           IBM Virtual Media klíč

3628N4X           IBM externí zálohovací jednotka HH LTO Gen 4 Drive

39Y7937           1.5m, 10A/100-250V, el, kabel

Konfigurace II – 15 ks

PN                    Popis

7945-CTO         IBM System x3650 M3, 

2x Intel Xeon Processor X5675 6C 3.06GHz 12MB Cache 1333MHz 95W,

4x 8GB (1x8GB- 2Rx4- 1.35V) PC3L-10600 CL9 ECC DDR3 1333MHz LP, 

IBM UltraSlim SATA vypalovací mechanika 

ServeRAID adapter M5014 256MB cache SAS/SATA řadič – včetně baterie,

2x IBM 73GB 15K 6Gbps SAS 2.5inch SFF Slim-HS HDD,

6x IBM 146GB 10K 6Gbps SAS 2.5inch SFF Slim-HS HDD, 

Dualní karta 1Gb Ethernet Daughter Card - (server celkem 4-port), 

IBM Virtual Media klíč, 

High Efficiency 675W Redundandní zdroj“

